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Features and Benefits

Options

soft mounted washer-extractors

medical Barrier washer-extractors

flatwork ironers

FCU320IRI200, IRI250, IRI300

FD112, FDC112, FDHP112

FCU500

UHP190 UHP250 UHP285 UHP345 UU025, UU030
UU025 ECO UU030 ECO

UU035
UU035 ECO

UU055 
UU055 ECO

UU050, UU075
UU075 ECO

UUT30
UUT30 ECO

UUT45
UUT45 ECO

FCUF500, FCUR500 FCUFF500 FCU800, FCUR800,  
FCUF800, FCUFF800

UH180 UH240 UH280 UB265, UB332 UB442 UB663

UY335, UY400, UY520 UY800, UY1000, UY1200UY65

UW45 UW65 UW85 UW105 UW130 UW160UC80 UC100UC40 UC60UC20, UC30

UY80 UY105 UY135 UY180, UY240 UY280 UY350*, UY450* UY600**

UB700 UB900, UB1100 UB1400, UB1800

CROssFOlDER sTaCkER

tumBle dryers

international

version: 3.1

FW60

riGid mounted washer-extractors

UU120 UU170, UU200

* avaIlaBlE FROm 4Q2015   **avaIlaBlE FROm 1Q2016 *** FasT DRY 

UUF75***

Ul300, Ul370, 
Ul500,Ul600,Ul800

UFFs500, UFFs600, 
UFFs800

UHP190, UHP250, UHP285, UHP345

• Heat pump
• Standard stainless steel drum with large diameter
• Easy-to-use microprocessor 
• Combination of Radial and Axial airflow
 – Maximal heat transfer
 – Low energy consumption
 – Short drying time
• Large door opening for easy loading and unloading
• Self cleaning lint screen
 

• Reversing drum
• FLEX – full Control programmer (FCT)
• Residual moisture control
 – Safe drying of delicate linen
 – Humidity detection in %
 – Ideal in combination with wet cleaning concept
 – Ideal for dry cleaners, fire depts
 – Available on Easy and Flex Controls
• Stainless steel front
•  Automatic cleaning of bottom heat exchanger by  

pressurised water

5. Industrial Tumble Dryers
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www.unimaclaundry.com

UniMac preserves the right to change the machines and the specification in this leaflet at any 
time, without prior notice. Details and photographs are only for information and never binding.

TYPE UHP190 UHP250 UHP285 UHP345
CAPACITY
Drum capacity kg/lb 9.5/20 12.5/25 14/30 17/35
Drum volume litres 195 250 285 345
Drum diameter Ø mm 760 760 760 760
DRYING AVERAGE g/min 122 126 120 120
Electric heating g/min 122 126 120 120
MOTORS
Fan kW 0.20 0.20 0.20 0.20
Drive kW 0.25 0.25 0.25 0.25
HEAT PUMP
Electrical connection 3x380-415V  50Hz + N
Energy kW 2.9 2.9 2.9 2.9
PROGRAMMER
Easy control – antivandal standard standard standard standard
Full control available available available available
DIMENSIONS
Size  HxWxD mm 1465x795x1275 1680x795x1525 1680x795x1615 1680x795x1735
TRANSPORT DATA
Gross weight kg 305 385 400 400
Net weight kg 290 350 360 375
Packed HxWxD mm 1570x880x1335 1785x855x1540 1785x855x1635 1785x855x1750

Energy consumption comparison: conventional dryer vs heat pump dryer
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